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IL FUTURO 0GGI: tecnologia innovativa per prestazioni di assoluta eccellenza.

MANEGGEVOLE E COMODO DA USARE: |'alimentazione a batteria ricaricabile ed il collegamento radio
Bluetooth con la console V-PEX, V-PALM o un PC, rendono il lavoro pratico e sicuro

VERSATILE E FLESSIBILE: adatto alle piu svariate applicazioni nel settore automotive.

OIML CLASSE @, BAR 97: testato conforme alle normative pili evolute,

in grado di assicurare il pit elevato standard metrologico.

UNIVERSALE: le omologazioni MCTC NET RS e DIR consentono I'interfacciamento del V-GAS

a tutte le linee di revisioni conformi al protocollo MCTC NET

Gas Analyser Module

RELIABLE: complies with most important standards worldwide like OIML class 0 and BAR'97.
PRECISE AND ACCURATE: the new Infrasense gas bench has the capability

to compensate measurements with temperature and pressure.

HANDY AND COMFORTABLE: battery power supply and radio communication make

the machine comfortable and harmless to operate on any vehicle

even for roadside operations




FULL-Wireless Gas Analyser

DESCRIZIONE GENERALE

V-GAS & un modulo analizzatore gas black-box portatile, senza fili a batteria, conforme agli
standard internazionali OIML Classe 0, BAR 97, IS0 3930, disponibile in versione 4-gas (CO, C02,
HC e 02) o0 5-gas con NO.

I V-GAS ed & adatto ad ogni tipo di veicolo (auto, moto, etc) per essere utilizzato in Centro di
Revisione, Officina 0 anche su strada.

Il software Windows®-compatibile GasPC permette la gestione, il monitoraggio e la visualizzazione,
stampa ed archiviazione delle misure.

V-GAS & maneggevole e pratico da usare ed & disponibile in vari allestimenti in funzione dell’'uso
specifico.

Le omologazioni RS e DIR rendono il V-Gas interfacciabile con tute le linee di revisioni conformi
con il protocollo MCTC NET.

GENERAL DESCRIPTION

The V-Gas is a portable, wireless, battery-operated 4 or 5 gas analyser complying with most
severe international standards like OIML class 0, BAR '97 and 1S0 3920.

The V-Gas useful to check exhaust gas on vehicles of every kind (cars, motorcycles, etc.) either
as diagnostic machine or for statutory test in Inspection Centres as well as in road-side tests.
The Windows®-compatible Gas PC software allows test management, monitoring and data

MODULO ANALIZZATORE GAS DI SCARICO
SENZA FILI A BATTERIA

display, printing, storage and transmission.

PRINCIPALI CARATTERISTICHE E FUNZIONI

« Sistema di aspirazione gas e filtraggio efficiente e sicureo:
adatto ad usi heavy-duty e cicli di misura prolungati.

* Tempo di preriscaldamento:1 minuto.

* Tempo di risposta: 3 secondi.

* Innovativa cella a infrarosso statica Infrasense.

¢ Alimentazione a batteria 12V, 7A/h.

SPECIFICHE TECNICHE QMVIBILE,
e Campi di misura e risoluzioni g‘x‘ SN
- C0: 0-15% con ris. 0,001%. § S”%gz

- C02: 0-20% con ris. 0,01%. >, N}
- HC: 0-15.000 ppm con ris. 0,01% 9190

- 02: 0-25% vol con ris. 1ppm.
- NO: 0-5.000ppm vol con ris. Tppm.
e Temperatura operativa: +2/+40°C.
¢ Umidita relativa: 95% max.
¢ Peso: 3,5 Kg.
e Interfacce standard: 2xRS 232.
e Alimentazione: 12-24VDC (nominali).

ACCESSORI OPZIONALI

 Unita di misura NO

¢ Unita contagiri induttiva

* Unita contagiri radiofrequenza RPM COM

 Unita di misura temperatura olio

* Software Windows®-compatibile Gas PC.

¢ Unita di collegamento radio Bluetooth.

* Modulo adattatore/caricabatterie 110/220/240 Vac
* Kit test emissioni motoveicoli

« Kit test emissione motoveicoli “pro”.

* Filtro depurazione Gas di scarico Water Trap omologato

ce

MAIN CHARACTERISTICS AND FEATURES

e Powerful reliable gas sampling and filtration system.
e | minute warm-up time.

* Fast response time (3 sec.).

e New static n-dir cell Infrasense.

e Single 12Vdc, 7 A/h power supply.

TECHNICAL SPECIFICATIONS

* Range and resolution of measurements:
* C0: 0-15% with 0.001% res. -

* C02: 0-20% with 0.01 res. -

e HC: 0-15,000 ppm with 1 ppm res. -

e 02: 0-25% vol with 0.001% res. -

e NO: 0-5,000 ppm vol with 1 ppm res. -
e Temperature range: +2/+40°C.

* Humidity: 95% max (non-condensing).
e Weight: 2,5 Kg.

e Interfaces: 2xRS 232.

* Power supply: single 12-24 VDC (nom).

AVAILABLE ACCESSORIES

* NO/Nox measurement unit.

e Inductive RPM measurements unit.

* RPM COM radiofrequency rpm unit.

e Oil temperature probe.

e GasPC Windows®-compatible gas analysis software.
e Bluethoot radio communication interface.
 110/220/240 VAC power adapter and battery charget.
» Motorcycle emission test kit.

* Motorcycle “pro” emission test kit.

e |Water trap filter
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